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Rk oscope Head:
- Digital Zoom:
A “Focus: Manual
g ' Lens: F1.6
W 1 Image Sensor: 1/3" CMOS Image Sensor
™ Image System Total Effective Pixels: 1.3MP
Resolution: =750 TV line
Television Standard: PAL/NTSC Color System
SNR: >50dB
White Balance: Auto
Multi-functions Color/BW, Negative, Rotate, Mirror, Text/Graphic, Split screen, Freeze,
Brightness Control, Image capture and storage
Input Port VGA Port: RGB X 1{matrix switch)
AV Port: AV Port, CVBS{Video) X 1
Output Port VGA Port; RGB X 1
USB: USBx1 (Optional)
PAL/N Format: 2:1 line-to-line scan
Output Format VGA line-to-line Scan 12801024, 1024 768
Control Modes Control Panel, Remote Controller
Goose Neck 360° x180° memory free surgical flexible neck
Usage Environment Energy Consumption, <15W (Energy Saving)
Power Supply DC 12V 1.5A
Temperature 0°C~40°C
Pack 275mmx220nnx 195 mm,1.5kg

Labomed, Inc., 2921 S. La Cienega Blvd. Suite A, Culver Gity, CA 90232 U.S.A
TEL (310) 202-0811 FAX (310) 202-7286 Email: spectro@labomed.com www.labomed.com



